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Tooth Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 11° 5° 0.84 3.35 480-11 480-21 488-11 488-21

 Lateral 8° 9° 1.14 3.45 480-12 480-22 488-12 488-22

 Cuspid -2° 8° 0.88 3.38 480-13 480-23 488-13 488-23

 Cuspid w hook -2° 8° 0.88 3.38 480-13/H 480-23/H 488-13/H 488-23/H

 1. Bicuspid -7° 0° 1.04 3.30 480-14/25 480-14/25 488-14/25 488-14/25

 1. Bicuspid w hook -7° 0° 1.04 3.30 480-14/15/H 480-24/25/H 488-14/15/H 488-24/25/H

 2. Bicuspid -7° 0° 1.04 3.30 480-14/25 480-14/25 488-14/25 488-14/25

 2. Bicuspid w hook -7° 0° 1.04 3.30 480-14/15/H 480-24/25/H 488-14/15/H 488-24/25/H

Tooth Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior 0° 0° 1.09 2.80 480-31/42 480-31/42 488-31/42 488-31/42

 Cuspid -11° 7° 0.88 2.08 480-43 480-33 488-43 488-33

 Cuspid w hook -11° 7° 0.88 2.08 480-43/H 480-33/H 488-43/H 488-33/H

 1. Bicuspid -17° 3° 1.09 2.08 480-44 480-34 488-44 488-34

 1. Bicuspid w hook -17° 3° 1.09 2.08 480-44/H 480-34/H 488-44/H 488-34/H

 2. Bicuspid -21° 6° 1.19 2.13 480-45 480-35 488-45 488-35

 2. Bicuspid w hook -21° 6° 1.19 2.13 480-45/H 480-35/H 488-45/H 488-35/H

1 case .018 10 case .018 1 case .022 10 case .022 Description
480-001 480-001/10 488-001 488-001/10 DISCREET™ Bracket Upper + Lower 5-5    

480-001/H 480-001/H/10 488-001/H 488-001/H/10 DISCREET™ Bracket Upper + Lower 5-5  w. Hook on 3

480-001/H345 480-001/H345/10 488-001/H345 488-001/H345/10 DISCREET™ Bracket Upper + Lower 5-5  w. Hook on 3-4-5

Tooth Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 17° 4° 0.99 3.35 490-11 490-21 499-11 499-21

 Lateral 10° 8° 1.27 3.45 490-12 490-22 499-12 499-22

 Cuspid 0° 8° 0.93 3.38 490-13 490-23 499-13 499-23

 Cuspid w hook 0° 8° 0.93 3.38 490-13/H 490-23/H 499-13/H 499-23/H

 1. Bicuspid -7° 0° 1.04 3.30 490-14/25 490-14/25 499-14/25 499-14/25

 1. Bicuspid w hook -7° 0° 1.04 3.30 490-14/15/H 490-24/25/H 499-14/15/H 499-24/25/H

 2. Bicuspid -7° 0° 1.04 3.30 490-14/25 490-14/25 499-14/25 499-14/25

 2. Bicuspid w hook -7° 0° 1.04 3.30 490-14/15/H 490-24/25/H 499-14/15/H 499-24/25/H

Tooth Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -6° 0° 1.42 2.80 490-31/42 490-31/42 499-31/42 499-31/42

 Cuspid 0° 3° 0.78 2.08 490-43 490-33 499-43 499-33

 Cuspid w hook 0° 3° 0.78 2.08 490-43/H 490-33/H 499-43/H 499-33/H

 1. Bicuspid -12° 2° 1.14 2.08 490-44 490-34 499-44 499-34

 1. Bicuspid w hook -12° 2° 1.14 2.08 490-44/H 490-34/H 499-44/H 499-34/H

 2. Bicuspid -17° 2° 1.19 2.13 490-45 490-35 499-45 499-35

 2. Bicuspid w hook -17° 2° 1.19 2.13 490-45/H 490-35/H 499-45/H 499-35/H

1 case .018 10 case .018 1 case .022 10 case .022 Description
490-001 490-001/10 499-001 499-001/10 DISCREET™ Bracket Upper + Lower 5-5    

490-001/H 490-001/H/10 499-001/H 499-001/H/10 DISCREET™ Bracket Upper + Lower 5-5  w. Hook on 3

490-001/H345 490-001/H345/10 499-001/H345 499-001/H345/10 DISCREET™ Bracket Upper + Lower 5-5  w. Hook on 3-4-5
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Tooth Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 12° 5° 1.14 3.20 450-11 450-21 455-11 455-21

 Lateral 8° 9° 1.46 2.90 450-12 450-22 455-12 455-22

 Cuspid -2° 9° 0.52 3.50 450-13 450-23 455-13 455-23

 Cuspid w hook -2° 9° 0.52 3.50 450-13/H 450-23/H 455-13/H 455-23/H

 1. Bicuspid -7° 0° 1.12 3.20 450-14/25 450-14/25 455-14/25 455-14/25

 1. Bicuspid w hook -7° 0° 1.12 3.20 450-14/15/H 450-24/25/H 455-14/15/H 455-24/25/H

 2. Bicuspid -7° 0° 1.12 3.20 450-14/25 450-14/25 455-14/25 455-14/25

 2. Bicuspid w hook -7° 0° 1.12 3.20 450-14/15/H 450-24/25/H 455-14/15/H 455-24/25/H

Tooth Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior 0° 0° 1.44 2.83 450-31/42 450-31/42 455-31/42 455-31/42

 Cuspid -11° 7° 0.80 3.50 450-43 450-33 455-43 455-33

 Cuspid w hook -11° 7° 0.80 3.50 450-43/H 450-33/H 455-43/H 455-33/H

 1. Bicuspid -17° 3° 1.10 3.20 450-44 450-34 455-44 455-34

 1. Bicuspid w hook -17° 3° 1.10 3.20 450-44/H 450-34/H 455-44/H 455-34/H

 2. Bicuspid -21° 6° 1.10 3.20 450-45 450-35 455-45 455-35

 2. Bicuspid w hook -21° 6° 1.10 3.20 450-45/H 450-35/H 455-45/H 455-35/H

Tooth Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 17° 4° 1.06 3.20 460-11 460-21 466-11 466-21

 Lateral 10° 8° 1.45 2.90 460-12 460-22 466-12 466-22

 Cuspid 0° 8° 1.00 3.50 460-13 460-23 466-13 466-23

 Cuspid w hook 0° 8° 1.00 3.50 460-13/H 460-23/H 466-13/H 466-23/H

 1. Bicuspid -7° 0° 1.42 3.20 460-14/25 460-14/25 466-14/25 466-14/25

 1. Bicuspid w hook -7° 0° 1.42 3.20 460-14/15/H 460-24/25/H 466-14/15/H 466-24/25/H

 2. Bicuspid -7° 0° 1.42 3.20 460-14/25 460-14/25 466-14/25 466-14/25

 2. Bicuspid w hook -7° 0° 1.42 3.20 460-14/15/H 460-24/25/H 466-14/15/H 466-24/25/H

1 case .018 10 case .018 1 case .022 10 case .022 Description
450-001 450-001/10 455-001 455-001/10 CLEAR™ Bracket Upper + Lower 5-5    

450-001/H 450-001/H/10 455-001/H 455-001/H/10 CLEAR™ Bracket Upper + Lower 5-5  w. Hook on 3

450-001/H345 450001/H345/10 455-001/H345 455-001/H345/10 CLEAR™ Bracket Upper + Lower 5-5  w. Hook on 3-4-5

Tooth Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -6° 0° 1.50 2.83 460-41/42 460-31/32 466-41/42 466-31/32

 Cuspid 0° 3° 0.88 3.50 460-43 460-33 466-43 466-33

 Cuspid w hook 0° 3° 0.88 3.50 460-43/H 460-33/H 466-43/H 466-33/H

 1. Bicuspid -12° 2° 1.72 3.20 460-44 460-34 466-44 466-34

 1. Bicuspid w hook -12° 2° 1.72 3.20 460-44/H 460-34/H 466-44/H 466-34/H

 2. Bicuspid -17° 2° 1.72 3.20 460-45 460-35 466-45 466-35

 2. Bicuspid w hook -17° 2° 1.72 3.20 460-45/H 460-35/H 466-45/H 466-35/H

1 case .018 10 case .018 1 case .022 10 case .022 Description
460-001 460-001/10 466-001 466-001/10 CLEAR™ Bracket Upper + Lower 5-5    

460-001/H 460-001/H/10 466-001/H 466-001/H/10 CLEAR™ Bracket Upper + Lower 5-5  w. Hook on 3

460-001/H345 460-001/H345/10 466-001/H345 466-001/H345/10 CLEAR™ Bracket Upper + Lower 5-5  w. Hook on 3-4-5


