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UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 12° 5° 0.59 2.6 205M-11 205M-21 255M-11 255M-21

Lateral 8° 9° 0.94 2.6 205M-12 205M-22 255M-12 255M-22

Cuspid -2° 9° 0.50 2.8 205M-13 205M-23 255M-13 255M-23

1. Bicuspid -7° 0° 0.70 2.8 205M-14/25 205M-14/25 255M-14/25 255M-14/25

2. Bicuspid -7° 0° 0.70 2.8 205M-14/25 205M-14/25 255M-14/25 255M-14/25

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -1° 0° 0.85 2.6 205M-31/42 205M-31/42 255M-31/42 255M-31/42

 Cuspid -11° 7 0.43 2.8 205M-43 205M-33 255M-43 255M-33

 1. Bicuspid -17° 0° 0.45 2.8 205M-44 205M-34 255-44 255M-34

 2. Bicuspid -22° 0° 0.47 2.8 205M-45 205M-35 255M-45 255M-35

1 case .018 10 case .018  1 case .022 10 case .022 Description
205M-001 205M-001/10 255M-001 255M-001/10 FLAIR Bracket ROTH Upper + Lower 5-5    

UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 17° 4° 0.59 2.6 206M-11 206M-21 266M-11 266M-21

 Lateral 10° 8° 0.94 2.6 206M-12 206M-22 266M-12 266M-22

 Cuspid -7° 8° 0.50 2.8 206M-13 206M-23 266M-13 266M-23

 1. Bicuspid -7° 0° 0.72 2.8 206M-14/25 206M-14/25 266M-14/25 266M-14/25

 2. Bicuspid -7° 0° 0.72 2.8 206M-14/25 206M-14/25 266M-14/25 266M-14/25

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -6° 0° 0.85 2.6 206M-31/42 206M-31/42 266M-31/42 266M-31/42

 Cuspid -6° 3° 0.43 2.6 206M-43 206M-33 266M-43 266M-33

 1. Bicuspid -12° 2° 0.45 2.8 206M-44 206M-34 266M-44 266M-34

 2. Bicuspid -17° 2° 0.47 2.8 206M-45 206M-35 266M-45 266M-35

1 case .018 10 case .018  1 case .022 10 case .022 Description
206M-001 206M-001/10 266M-001 266M-001/10 FLAIR SLT™ Bracket MBT Upper + Lower 5-5    

HIGH TORQUE Torque Ang In/Out Width Right .018 Left .018 Right .022 Left .022
 Upper Central 17° 4° 0.59 2.6 206M-11-17-1 206M-21-17-1 266M-11-17-1 266M-21-17-1

 Upper Lateral 10° 8° 0.94 2.6 206M-12-10-8 206M-22-10-8 266M-12-10-8 266M-22-10-8

 Lower Anteriors -6° 0° 0.85 2.6 206M-31/42-6 206M-31/42-6 266M-31/42-6 266M-31/42-6

UPPER MOLARS Torque Ang Distal Offset U - R .018 U - L .018 U - R .022 U - L .022
1. & 2. Molar - bondable -10° 0° 0° 205M-16/27 205M-16/27 255M-16/27 255M-16/27

1. & 2. Molar extended base - bondable -10° 0° 0° 205M-16/27E 205M-16/27E 255M-16/27E 255M-16/27E

LOWER MOLARS Torque Ang Distal Offset U - R .018 U - L .018 U - R .022 U - L .022
1. & 2. Molar - bondable -25° 0° 0° 205M-36/47 205M-36/47 255M-36/47 255M-36/47

1. & 2. Molar extended base - bondable -25° 0° 0° 205M-36/47E 205M-36/47E 255M-36/47E 255M-36/47E

UPPER MOLARS Torque Ang Distal Offset U - R .018 U - L .018 U - R .022 U - L .022
 1. & 2. Molar - bondable -14° 0° 0° 206M-16/27 206M-16/27 266M-16/27 266M-16/27

1. & 2. Molar extended base - bondable -14° 0° 0° 206M-16/27E 206M-16/27E 266M-16/27E 266M-16/27E

LOWER MOLARS Torque Ang Distal Offset U - R .018 U - L .018 U - R .022 U - L .022
 1. & 2. Molar - bondable -20° 0° 0° 206M-36/47 206M-36/47 266M-36/47 266M-36/47

1. & 2. Molar extended base - bondable -20° 0° 0° 206M-36/47E 206M-36/47E 266M-36/47E 266M-36/47E
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UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 12° 5° 0.59 2.6 205M-11 205M-21 255M-11 255M-21

Lateral 8° 9° 0.94 2.6 205M-12 205M-22 255M-12 255M-22

Cuspid -2° 9° 0.50 2.8 205M-13 205M-23 255M-13 255M-23

1. Bicuspid -7° 0° 0.70 2.8 205M-14/25 205M-14/25 255M-14/25 255M-14/25

2. Bicuspid -7° 0° 0.70 2.8 205M-14/25 205M-14/25 255M-14/25 255M-14/25

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -1° 0° 0.85 2.6 205M-31/42 205M-31/42 255M-31/42 255M-31/42

 Cuspid -11° 7 0.43 2.8 205M-43 205M-33 255M-43 255M-33

 1. Bicuspid -17° 0° 0.45 2.8 205M-44 205M-34 255-44 255M-34

 2. Bicuspid -22° 0° 0.47 2.8 205M-45 205M-35 255M-45 255M-35

1 case .018 10 case .018  1 case .022 10 case .022 Description
206M-001 206M-001/10 266M-001 266M-001/10 FLAIR SLT™ Bracket MBT Upper + Lower 5-5    
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UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 12° 5° 0.84 2.85 105-11 105-21 155-11 155-21

 Lateral 8° 9° 1.15 2.55 105-12 105-22 155-12 155-22

 Cuspid -2° 9° 0.60 2.90 105-13 105-23 155-13 155-23

 Cuspid w hook -2° 9° 0.60 2.90 105-13/H 105-23/H 155-13/H 155-23/H

 1. Bicuspid -7° 0° 0.68 2.95 105-14/25 105-14/25 155-14/25 155-14/25

 1. Bicuspid w hook -7° 0° 0.68 2.95 105-14/15/H 105-24/25/H 155-14/15/H 155-24/25/H

 2. Bicuspid -7° 0° 0.68 2.95 105-14/25 105-14/25 155-14/25 155-14/25

 2. Bicuspid w hook -7° 0° 0.68 2.95 105-14/15/H 105-24/25/H 155-14/15/H 155-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -1° 0° 1.05 2.65 105-31/42 105-31/42 155-31/42 155-31/42

 Cuspid -11° 7° 0.56 2.90 105-43 105-33 155-43 155-33

 Cuspid w hook -11° 7° 0.56 2.90 105-43/H 105-33/H 155-43/H 155-33/H

 1. Bicuspid -17° 0° 0.54 2.95 105-44 105-34 155-44 155-34

 1. Bicuspid w hook -17° 0° 0.54 2.95 105-44/H 105-34/H 155-44/H 155-34/H

 2. Bicuspid -22° 0° 0.52 2.95 105-45 105-35 155-45 155-35

 2. Bicuspid w hook -22° 0° 0.52 2.95 105-45/H 105-35/H 155-45/H 155-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
105-001 105-001/10 155-001 155-001/10 CROWN™ Bracket ROTH Upper + Lower 5-5    

105-001/H 105-001/H/10 155-001/H 155-001/H/10 CROWN™ Bracket ROTH Upper + Lower 5-5  w. Hook on 3

105-001/H345 105-001/H345/10 155-001/H345 155-001/H345/10 CROWN™ Bracket ROTH Upper + Lower 5-5  w. Hook on 3-4-5

UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 17° 5° 0.59 2.60 106-11 106-21 166-11 166-21

 Lateral 10° 8° 0.94 2.60 106-12 106-22 166-12 166-22

 Cuspid -7° 8° 0.50 2.80 106-13 106-23 166-13 166-23

 Cuspid w hook -7° 8° 0.50 2.80 106-13/H 106-23/H 166-13/H 166-23/H

 1. Bicuspid -7° 0° 0.72 2.80 106-14/25 106-14/25 166-14/25 166-14/25

 1. Bicuspid w hook -7° 0° 0.72 2.80 106-14/15/H 106-24/25/H 166-14/15/H 166-4/25/H

 2. Bicuspid -7° 0° 1.20 2.80 106-14/25 106-14/25 166-14/25 166-14/25

 2. Bicuspid w hook -7° 0° 1.20 2.80 106-14/15/H 106-24/25/H 166-14/15/H 166-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -6° 0° 0.85 2.60 106-31/42 106-31/42 166-31/42 166-31/42

 Cuspid -6° 3° 0.43 2.80 106-43 106-33 166-43 166-33

 Cuspid w hook -6° 3° 0.43 2.80 106-43/H 106-33/H 166-43/H 166-33/H

 1. Bicuspid -12° 2° 0.45 2.80 106-44 106-34 166-44 166-34

 1. Bicuspid w hook -12° 2° 0.45 2.80 106-44/H 106-34/H 166-44/H 166-34/H

 2. Bicuspid -17° 2° 0.47 2.80 106-45 106-35 166-45 166-5

 2. Bicuspid w hook -17° 2° 0.47 2.80 106-45/H 106-35/H 166-45/H 166-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
106-001 106-001/10 166-001 166-001/10 CROWN™ Bracket MBT Upper + Lower 5-5    

106-001/H 106-001/H/10 166-001/H 166-001/H/10 CROWN™ Bracket MBT Upper + Lower 5-5  w. Hook on 3

106-001/H345 106-001/H345/10 166-001/H345 166-001/H345/10 CROWN™ Bracket MBT Upper + Lower 5-5  w. Hook on 3-4-5

HIGH TORQUE Torque Ang In/Out Width Right .018 Left .018 Right .022 Left .022
Upper Lateral 17° 5° 0.59 2.60 105-12-17-1 105-22-17-1 155-12-17-1 155-22-17-1

Lower Anteriors -6° 0° 0.85 2.60 105-31/42-6 105-31/42-6 155-31/42-6 155-31/42-6
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UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 12° 5° 0.59 2.60 105M-11 105M-21 155M-11 155M-21

 Lateral 8° 9° 0.94 2.60 105M-12 105M-22 155M-12 155M-22

 Cuspid -2° 9° 0.50 2.80 105M-13 105M-23 155M-13 155M-23

 Cuspid w hook -2° 9° 0.50 2.80 105M-13/H 105M-23/H 155M-13/H 155M-23/H

 1. Bicuspid -7° 0° 0.72 2.80 105M-14/25 105M-14/25 155M-14/25 155M-14/25

 1. Bicuspid w hook -7° 0° 0.72 2.80 105M-14/15/H 105M-24/25/H 155M-14/15/H 155M-24/25/H

 2. Bicuspid -7° 0° 1.20 2.80 105M-14/25 105M-14/25 155M-14/25 155M-14/25

 2. Bicuspid w hook -7° 0° 1.20 2.80 105M-14/15/H 105M-24/25/H 155M-14/15/H 155M-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -1° 0° 1.05 2.60 105M-31/42 105M-31/42 155M-31/42 155M-31/42

 Cuspid -11° 5° 0.56 2.80 105M-43 105M-33 155M-43 155M-33

 Cuspid w hook -11° 5° 0.56 2.80 105M-43/H 105M-33/H 155M-43/H 155M-33/H

 1. Bicuspid -17° 0° 0.54 2.80 105M-44 105M-34 155M-44 155M-34

 1. Bicuspid w hook -17° 0° 0.54 2.80 105M-44/H 105M-34/H 155M-44/H 155M-34/H

 2. Bicuspid -22° 0° 0.52 2.80 105M-45 105M-35 155M-45 155M-35

 2. Bicuspid w hook -22° 0° 0.52 2.80 105M-45/H 105M-35/H 155M-45/H 155M-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
105-001 105-001/10 155M-001 155M-001/10 CROWN MINI Bracket ROTH Upper + Lower 5-5    

105-001/H 105-001/H/10 155M-001/H 155M-001/H/10 CROWN MINI Bracket ROTH Upper + Lower 5-5  w. Hook on 3

105-001/H345 105-001/H345/10 155M-001/H345 155M-001/H345/10 CROWN MINI Bracket ROTH Upper + Lower 5-5  w. Hook on 3-4-5

UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 17° 5° 0.59 2.60 106M-11 106M-21 166M-11 166M-21

 Lateral 10° 8° 0.94 2.60 106M-12 106M-22 166M-12 166M--22

 Cuspid -7° 8° 0.50 2.80 106M-13 106M-23 166M-13 166M--3

 Cuspid w hook -7° 8° 0.50 2.80 106M-13/H 106M-23/H 166M-13/H 166M-23/H

 1. Bicuspid -7° 0° 0.72 2.80 106M-14/15 106M-24/25 166M-14/15 166M-24/25

 1. Bicuspid w hook -7° 0° 0.72 2.80 106M-14/15/H 106M-24/25/H 166M-14/15/H 166M-24/25/H

 2. Bicuspid -7° 0° 1.20 2.80 106M-14/15 106M-24/25 166M-14/15 166M-24/25

 2. Bicuspid w hook -7° 0° 1.20 2.80 106M-14/15/H 106M-24/25/H 166M-14/15/H 166M-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -6° 0° 0.55 2.60 106M-31/42 106M-31/42 166M-31/42 166M-31/42

 Cuspid -6° 3° 0.43 2.80 106M-43 106M-33 166M-43 166M-33

 Cuspid w hook -6° 3° 0.43 2.80 106M-43/H 106M-33/H 166M-43/H 166M-33/H

 1. Bicuspid -12° 2° 0.45 2.80 106M-44 106M-34 166M-44 166M-34

 1. Bicuspid w hook -12° 2° 0.45 2.80 106M-44/H 106M-34/H 166M-44/H 166M-34/H

 2. Bicuspid -17° 2° 0.47 2.80 106M-45 106M-35 166M-45 166M-35

 2. Bicuspid w hook -17° 2° 0.47 2.80 106M-45/H 106M-35/H 166M-45/H 166M-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
106M-001 106M-001/10 166M-001 166M-001/10 CROWN MINI™ Bracket MBT Upper + Lower 5-5    

106M-001/H 106M-001/H/10 166M-001/H 166M-001/H/10 CROWN MINI™ Bracket MBT Upper + Lower 5-5  w. Hook on 3

106M-001/H345 106M-001/H345/10 166M-001/H345 166M-001/H345/10 CROWN MINI™ Bracket MBT Upper + Lower 5-5  w. Hook on 3-4-5

HIGH TORQUE Torque Ang In/Out Width Right .018 Left .018 Right .022 Left .022
 Upper Central 17° 5° 0.59 2.60 105M-11-12-1 105M-21-12-1 155M-11-12-1 155M-21-12-1

 Upper Lateral 10° 8° 1.94 2.60 105M-12-17-1 105M-22-17-1 155M-12-17-1 155M-22-17-1

 Lower Anteriors -6° 0° 0.55 2.60 105M-31/42-6 105M-31/42-6 155M-31/42-6 155M-31/42-6
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UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
 Central 12° 5° 0.79 3.45 05-11 05-21 55-11 55-21

 Lateral 8° 9° 1.28 2.90 05-12 05-22 55-12 55-22

 Cuspid 0° 11° 0.69 3.15 05-13 05-23 55-13 55-23

 Cuspid w hook 0° 11° 0.69 3.15 05-13/H 05-23/H 55-13/H 55-23/H

 1. Bicuspid -7° 0° 0.69 3.20 05-14/25 05-14/25 55-14/25 55-14/25

 1. Bicuspid w hook -7° 0° 0.69 3.20 05-14/15/H 05-24/25/H 55-14/15/H 55-24/25/H

 2. Bicuspid -7° 0° 0.69 3.20 05-14/25 05-14/25 55-14/25 55-14/25

 2. Bicuspid w hook -7° 0° 0.69 3.20 05-14/15/H 05-24/25/H 55-14/15/H 55-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -1° 0° 1.28 2.35 05-31/42 05-31/42 55-31/42 55-31/42

 Cuspid -11° 5° 0.64 3.15 05-43 05-33 55-43 55-33

 Cuspid w hook -11° 5° 0.64 3.15 05-43/H 05-33/H 55-43/H 55-33/H

 1. Bicuspid -17° 0° 0.46 3.20 05-44 05-34 55-44 55-34

 1. Bicuspid w hook -17° 0° 0.46 3.20 05-44/H 05-34/H 55-44/H 55-34/H

 2. Bicuspid -22° 0° 0.46 3.20 05-45 05-35 55-45 55-35

 2. Bicuspid w hook -22° 0° 0.46 3.20 05-45/H 05-35/H 55-45/H 55-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
05-001 05-001/10 55-001 55-001/10 ECONOLINE™ Bracket ROTH Upper + Lower 5-5    

05-001/H 05-001/H/10 55-001/H 55-001/H/10 ECONOLINE™ Bracket ROTH Upper + Lower 5-5  w. Hook on 3

05-001/H345 05-001/H345/10 55-001/H345 55-001/H345/10 ECONOLINE™ Bracket ROTH Upper + Lower 5-5  w. Hook on 3-4-5

UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
 Central 17° 4° 0.79 3.45 06-11 06-21 66-11 66-21

 Lateral 10° 8° 0.90 2.90 06-12 06-22 66-12 66-22

 Cuspid -7° 8° 0.80 3.15 06-13 06-23 66-13 66-23

 Cuspid w hook 0° 8° 0.70 3.15 06-13/H 06-23/H 66-13/H 66-23/H

 1. Bicuspid -7° 0° 0.70 3.20 06-14/25 06-14/25 66-14/25 66-14/25

 1. Bicuspid w hook -7° 0° 0.70 3.20 06-14/15/H 06-24/25/H 66-14/15/H 66-24/25/H

 2. Bicuspid -7° 0° 1.20 3.20 06-14/25 06-14/25 66-14/25 66-14/25

 2. Bicuspid w hook -7° 0° 1.20 3.20 06-14/15/H 06-24/25/H 66-14/15/H 66-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -6° 0° 1.20 2.35 06-31/42 06-31/42 66-31/42 66-31/42

 Cuspid -6° 3° 0.80 3.15 06-43 06-33 66-43 66-33

 Cuspid w hook 0° 3° 0.80 3.15 06-43/H 06-33/H 66-43/H 66-33/H

 1. Bicuspid -12° 2° 0.80 3.20 06-44 06-34 66-44 66-34

 1. Bicuspid w hook -12° 2° 0.80 3.20 06-44/H 06-34/H 66-44/H 66-34/H

 2. Bicuspid -17° 2° 0.80 3.20 06-45 06-35 66-45 66-35

 2. Bicuspid w hook -17° 2° 0.80 3.20 06-45/H 06-35/H 66-45/H 66-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
06-001 06-001/10 66-001 66-001/10 ECONOLINE™ Bracket MBT Upper + Lower 5-5    

06-001/H 06-001/H/10 66-001/H 66-001/H/10 ECONOLINE™ Bracket MBT Upper + Lower 5-5  w. Hook on 3

06-001/H345 06-001/H345/10 66-001/H345 66-001/H345/10 ECONOLINE™ Bracket MBT Upper + Lower 5-5  w. Hook on 3-4-5

HIGH TORQUE Torque Ang In/Out Width Right .018 Left .018 Right .022 Left .022
 Upper Central 17° 4° 0.79 3.45 05-11-17-1 05-21-17-1 55-11-17-1 55-21-17-1

 Upper Lateral 10° 8° 0.90 2.90 05-12-10-1 05-22-10-1 55-12-10-1 55-22-10-1

 Lower Anteriors -6° 0° 1.20 2.35 05-31/42-6 05-31/42-6 155-31/42-6 55-31/42-6
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1 case .018 10 case .018  1 case .022 10 case .022 Description
05-001 05-001/10 55-001 55-001/10 ECONOLINE™ Bracket ROTH Upper + Lower 5-5    

05-001/H 05-001/H/10 55-001/H 55-001/H/10 ECONOLINE™ Bracket ROTH Upper + Lower 5-5  w. Hook on 3

05-001/H345 05-001/H345/10 55-001/H345 55-001/H345/10 ECONOLINE™ Bracket ROTH Upper + Lower 5-5  w. Hook on 3-4-5

UPPER Torque Ang In/Out Width U - R .018 U - L .018
 Central 22° 0° 0.80 3.45 02-11 02-21

 Lateral 14° 8° 0.80 2.90 02-12 02-22

 Cuspid 7° 5° 0.80 3.15 02-13 02-23

 Cuspid w hook 7° 5° 0.80 3.15 02-13/H 02-23/H

 1. Bicuspid 0° 0° 0.80 3.20 02-14/25 02-14/25

 1. Bicuspid w hook 0° 0° 0.80 3.20 02-14/15/H 02-24/25/H

 2. Bicuspid 0° 0° 0.80 3.20 02-14/25 02-14/25

 2. Bicuspid w hook 0° 0° 0.80 3.20 02-14/15/H 02-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018
 Anterior 0° 0° 0.80 2.35 02-31/42 02-31/42

 Cuspid 7° 5° 0.80 3.15 02-43 02-33

 Cuspid w hook 7° 5° 0.80 3.15 02-43/H 02-33/H

 1. Bicuspid 0° 0° 0.80 3.20 02-34/45 02-34/45

 1. Bicuspid w hook 0° 0° 0.80 3.20 02-44/45/H 02-34/35/H

 2. Bicuspid 0° 0° 0.80 3.20 02-34/45 02-34/45

 2. Bicuspid w hook 0° 0° 0.80 3.20 02-44/45/H 02-34/35/H

1 case .018 10 case .018 Description
02-001 02-001/10 ECONOLINE™ Bracket RICKETTS Upper + Lower 5-5    

02-001/H 02-001/H/10 ECONOLINE™ Bracket RICKETTS Upper + Lower 5-5  w. Hook on 3

02-001/H345 02-001/H345/10 ECONOLINE™ Bracket RICKETTS Upper + Lower 5-5  w. Hook on 3-4-5

UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
 Central 2° 5° 0.79 3.45 03-11 03-21 33-11 33-21

 Lateral 3° 9° 1.28 2.90 03-12 03-22 33-12 33-22

 Cuspid -7° 11° 0.69 3.15 03-13 03-23 33-13 33-23

 Cuspid w hook -7° 11° 0.69 3.15 03-13/H 03-23/H 33-13/H 33-23/H

 1. Bicuspid -7° 2° 0.69 3.20 03-14/15 03-24/25 33-14/15 33-24/25

 1. Bicuspid w hook -7° 2° 0.69 3.20 03-14/15/H 03-24/25/H 33-14/15/H 33-24/25/H

 2. Bicuspid -7° 2° 0.69 3.20 03-14/15 03-24/25 33-14/15 33-24/25

 2. Bicuspid w hook -7° 2° 0.69 3.20 03-14/15/H 03-24/25/H 33-14/15/H 33-24/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior -1° 2° 1.28 2.35 03-41/42 03-31/32 33-41/42 33-31/32

 Cuspid -11° 5° 0.64 3.15 03-43 03-33 33-43 33-33

 Cuspid w hook -11° 5° 0.64 3.15 03-43/H 03-33/H 33-43/H 33-33/H

 1. Bicuspid -17° 2° 0.46 3.20 03-44 03-34 33-44 33-34

 1. Bicuspid w hook -17° 2° 0.46 3.20 03-44/H 03-34/H 33-44/H 33-34/H

 2. Bicuspid -22° 2° 0.46 3.20 03-45 03-35 33-45 33-35

 2. Bicuspid w hook -22° 2° 0.46 3.20 03-45/H 03-35/H 33-45/H 33-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
03-001 03-001/10 33-001 33-001/10 ECONOLINE™ Bracket ANDREWS Upper + Lower 5-5    

03-001/H 03-001/H/10 33-001/H 33-001/H/10 ECONOLINE™ Bracket ANDREWS Upper + Lower 5-5  w. Hook on 3

03-001/H345 03-001/H345/10 33-001/H345 33-001/H345/10 ECONOLINE™ Bracket ANDREWS Upper + Lower 5-5  w. Hook on 3-4-5
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UPPER Torque Ang In/Out Width U - R .018 U - L .018 U - R .022 U - L .022
Central 0° 0° 0.75 3.45 01-11/21 01-11/21 11-11/21 11-11/21

 Lateral 0° 0° 0.75 2.90 01-12/22 01-12/22 11-12/22 11-12/22

 Cuspid 0° 0° 0.75 3.15 01-13/23 01-13/23 11-13/23 11-13/23

 Cuspid w hook 0° 0° 0.75 3.15 01-13/H 01-23/H 11-13/H 11-23/H

 1. Bicuspid 0° 0° 0.75 3.20 01-14/45 01-14/45 11-14/45 11-14/45

 1. Bicuspid w hook 0° 0° 0.75 3.20 01-14/25/H 01-14/25/H 11-14/25/H 11-14/25/H

 2. Bicuspid 0° 0° 0.75 3.20 01-14/45 01-14/45 11-14/45 11-14/45

 2. Bicuspid w hook 0° 0° 0.75 3.20 01-14/25/H 01-14/25/H 11-14/25/H 11-14/25/H

LOWER Torque Ang In/Out Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior 0° 0° 0.75 2.35 01-31/42 01-31/42 11-31/42 11-31/42

 Cuspid 0° 0° 0.75 3.15 01-33/43 01-33/43 11-33/43 11-33/43

 Cuspid w hook 0° 0° 0.75 3.15 01-43/H 01-33/H 11-43/H 11-33/H

 1. Bicuspid 0° 0° 0.75 3.20 01-34/45 01-34/45 11-34/45 11-34/45

 1. Bicuspid w hook 0° 0° 0.75 3.20 01-44/H 01-34/H 11-44/H 11-34/H

 2. Bicuspid 0° 0° 0.75 3.20 01-34/45 01-34/45 11-34/45 11-34/45

 2. Bicuspid w hook 0° 0° 0.75 3.20 01-45/H 01-35/H 11-45/H 11-35/H

1 case .018 10 case .018  1 case .022 10 case .022 Description
01-001 01-001/10 11-001 11-001/10 ECONOLINE™ Bracket STANDARD EDGEWISE Upper + Lower 5-5    

01-001/H 01-001/H/10 11-001/H 11-001/H/10 ECONOLINE™ Bracket STANDARD EDGEWISE Upper + Lower 5-5  w. Hook on 3

01-001/H345 01-001/H345/10 11-001/H345 11-001/H345/10 ECONOLINE™ Bracket STANDARD EDGEWISE Upper + Lower 5-5  w. Hook on 3-4-5
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Torque Ang Width In/Out Item # .018 Item # .022
Lower Anteriors -1° 0° 2.35 1.10 05-31/42-S 55-31/42-S

SMART
INNOVATION
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Tooth Torque Ang Width U - R .018 U - L .018 U - R .022 U - L .022
Central 12° 5° 3.7 505-11 505-21 555-11 555-21

 Lateral 8° 9° 2.9 505-12 505-22 555-12 555-22

 Cuspid -2° 13° 3.0 505-13 505-23 555-13 555-23

 Cuspid w hook -2° 13° 3.0 505-13/H 505-23/H 555-13/H 555-23/H

 1. Bicuspid -7° 0° 3.0 505-14/25 505-14/25 555-14/25 555-14/25

 1. Bicuspid w hook -7° 0° 3.0 505-14/15/H 505-24/25/H 555-14/15/H 555-24/25/H

 2. Bicuspid -7° 0° 3.0 505-14/25 505-14/25 555-14/25 555-14/25

 2. Bicuspid w hook -7° 0° 3.0 505-14/15/H 505-24/25/H 555-14/15/H 555-24/25/H

Tooth Torque Ang Width L- R .018 L - L .018 L - R .022 L - L .022
 Anterior 0° 0° 2.6 505-31/42 505-31/42 555-31/42 555-31/42

 Cuspid -11° 7° 2.6 505-43 505-33 555-43 555-33

 Cuspid w hook -11° 7° 2.6 505-43/H 505-33/H 555-43/H 555-33/H

 1. Bicuspid -17° 0° 3.0 505-44 505-34 555-44 555-34

 1. Bicuspid w hook -17° 0° 3.0 505-44/H 505-34/H 555-44/H 555-34/H

 2. Bicuspid -22° 0° 3.0 505-45 505-35 555-45 555-35

 2. Bicuspid w hook -22° 0° 3.0 505-45/H 505-35/H 555-45/H 555-35/H

1 case .018 10 case .018 1 case .022 10 case .022 Description
505-001 505-001/10 555-001 555-001/10 BIJOU™ Bracket Upper + Lower 5-5    

505-001/H 505-001/H/10 555-001/H 555-001/H/10 BIJOU™ Bracket Upper + Lower 5-5  w. Hook on 3

505-001/H345 505-001/H345/10 555-001/H345 555-001/H345/10 BIJOU™ Bracket Upper + Lower 5-5  w. Hook on 3-4-5


